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The following report is an update of the median water table elevation report for Christchurch
and surrounding areas released in March 2013 (GNS Report 2013/01). The revision
encompasses an extension of the period of groundwater monitoring (4 September 2010 to 30
November 2013) and new surfaces for improved definition of water table fluctuation.
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APPENDIX B: MONITORING WELL DATA

Figure B.1 Location plan for monitoring wells

Figure B.2 Depth of monitoring wells

Figure B.3 Example CCC monitoring well log

Figure B.4 MP and GL sign convention for ECan wells
Figure B.5 Example ECan monitoring well log

Figure B.6 EQC Initial Phase standard monitoring well detail

Figure B.7 EQC TC3 Phase standard monitoring well detail
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Date: 27/02/2013 Time: 11:44:41 a.m.

Bore or Well No: M36/3167
Well Name: HHN
Owner: CHRISTCHURCH CITY COUNCIL

L Environment

Canterbury

Your regional council

Street of Well:
Locality:

NZGM Grid Reference:
NZGM X-Y:

Location Description:

ECan Monitoring:

140 SPARKS ROAD
HOON HAY
M36:77915-37799 QAR 2
2477915 - 5737799

TOBY BOX, END OF
DRIVEWAY UNDER
KOHUHU

Christchurch City Council

File No:
: Christchurch/West Melton

Allocation Zone

Uses:

Water Level Observation

Well Status: Active (exist, present)
Drill Date: Water Level Count: 1755
Well Depth: 2.97m -GL Strata Layers: 0
Initial Water Depth: -2.51m -MP Aquifer Tests: 0
Diameter: 51mm Isotope Data: 0
Yield/Drawdown Tests: 0

Measuring Point Ait:

10.28m MSD QAR 4

Highest GW Level:

0.22m below MP

GL Around Well: 0.00m -MP Lowest GW Level: 2.99m below MP
MP Description: First Reading: 07 Jul 1969
Last Reading: 05 Jun 2012
Driller: not known Calc. Min. GWL: -2.74m -MP
Drilling Method: Unknown Last Updated: 17 Oct 2006
Casing Material: Last Field Check: 05 Jun 2012
Pump Type: Unknown
Yield: Screens:
Drawdown: Screen Type:
Specific Capacity: Top GL:
Bottom GL:
Aquifer Type: Unknown
Aquifer Name:
Date Comments
23 Oct 1998 In the grounds of Sparks Road pumping station. Grid reference verified by field visit.
26 Jan 2004 R?\}\? Asupplied by the Christchurch City Council, measured by and original data held by
10 May 2011 First WL reading set as ISWL

Notes:

Well log sourced from Environment Canterbury website.
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Date: 27/02/2013 Time: 11:46:48 a.m

Bore or Well No: M35/0601

Borelog for well M35/0601

. O Gridref: M35:77106-60092 Accuracy - 1 (1=high, S=low)
Well Name:: ARMSTRONG WELL E:‘l"llt':"rbme“t Ground Level Altitude ; 12.6 +MSD
Owner: Threlkeld Estate Limited mmgmmgfv Driller : J W Horne (& Co)
Drill Method : Unknown
Street of Well: THRELKELDS ROAD File No: CO6C/10523 Crill Depth - -12.8m  Drill Date : 1/03/1969
Locality: OHOKA, Allocation Zone; Cust Water Formation
Scale(m) Level Depth{m) Full Drillers Description Code
NZGM Grid Reference: M35:77106-80092 QAR 1 Shingle and sand
NZGM X-Y: 2477106 - 5760092
Location Description: ALONG LANEWAY Uses: Irrigation P
ECan Monitoring: Monthly Manual Water Level Observation =y
Woell Status: Active (exist, present)
Drill Date: 01 Mar 1969 Water Level Count: 319
Well Depth: 12.80m -GL Strata Layers: 1
Initial Water Depth: -0.44m -MP Agquifer Tests: 0
Diameter: 250mm Isotope Data: 0
Yield/Drawdown Tests: 1
Measuring Point Ait: 12.80m MSD QAR 1 Highest GW Level: 0.01m below MP
GL Around Well: -0.20m -MP Lowest GW Level: 1.88m below MP
MP Description: ToC First Reading: 30 Aug 1973 -5
Last Reading: 12 Nov 2012
Driller: J W Horne (& Co) Calc. Min. GWL: -1.24m -MP
Drilling Method: Unknown Last Updated: 03 Feb 2010 0l
Casing Material: STEEL Last Field Check: 12 Nov 2012
Pump Type: Centrifugal (Surface) L
Yield: 19 I/s Screens:
Drawdown: 6 m Screen Type: Unknown
Specific Capacity: 3.28 I/s/m Top GL: 0.60m =
Bottom GL: 12.80m
Aquifer Type: Unknown
Aquifer Name: [l
Date Comments <1
05 Dec 1996 LOCATION EST WITH G.P.S 5/12/96 NEAR WELLS 0602 AND 0603. Previous owner IW
TOOLEY
14 May 1999 Slot size 10 mm x 102 mm
03 Feb 2010 level ref LB361/3 p416
23 Aug 2010 Surveyed in 2010 as part of piezo survey. Old grid ref m35:77110-60100. Old height 12.81
m, QAR 1
10 May 2011 First WL reading set as ISWL .
21 Jul 2011 Previous owner ARMSTRONG, GG & MA -128m [ e net O
Notes: Well log sourced from Environment Canterbury website. gﬁé‘gg@ OXP Feb13 CHRISTCHURCH MEDIAN WATER
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Date: 27/02/2013 Time: 11:48:53 a.m.

Standpipe Piezometer Installations (Revision B, 30™ July 2012): Standard Detail for Boreholes — Technical
Category 3 Area Wide Investigations

Snug fitting removable end
& & Lockable metal flush cover set minimum

R MESTHCEHCIE Smm proud of surrounding surface to
/ minimise stormwater ingress
7y i « s Ground Level
77 ™ Flush headworks set in concrete (site
mixed 8MPa type), 300mm deep x
32 or 50mm 300mm square {minimum)
PVC pipe

>- Bentaonite Seal 4m

0.06 - 0.60mm diameter
Blinding sand 0.5m: to
prevent bentonite
ingress into slotted

BIONNNNNNNNNNNNN NN

section

Standpipe Depth 7.5m

SEE NOTE 2
3m Slotted Pipe/Screen with geotextile or sock

filter as appropriate

Coarse sand to fine
gravel (0.6 to bBmm

diameter) backfill Note 1: Slotted Screen will be:
Depth 1. 0.5mm slots, 6mm spacing
o Snug fitting 2. Either;
watertight endcap
\ ®240-330 micron geotextile filter
screen
A\
0.06-0.60mm diameter s 65mm diameter, 240-360 micron
Blinding sand 0.5m filter sock

Note 2: This detail shall be used for all
standpipe piezometer installations

Bentonite Seal 1m unless directed otherwise by the Field
Engineer. Any change from standard

¥ detail to be recorded on the Field Log.
Borehole backfilled to Note 3: All PVC pipe joints to be of a
ECan Specification watertight screw threaded type.
Notes: ceoes 1] CHRISTCHURCH MEDIAN WATER
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Principal Location

1 Fairway Drive
Avalon

PO Box 30368
Lower Hutt

New Zealand

T +64-4-570 1444
F +64-4-570 4600

Other Locations

Dunedin Research Centre
764 Cumberland Street
Private Bag 1930
Dunedin

New Zealand

T +64-3-477 4050

F +64-3-477 5232

Wairakei Research Centre
114 Karetoto Road
Wairakei

Private Bag 2000, Taupo
New Zealand

T +64-7-374 8211

F +64-7-374 8199

National Isotope Centre
30 Gracefield Road

PO Box 31312

Lower Hutt

New Zealand

T +64-4-570 1444

F +64-4-570 4657
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